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Product main performance/ = 3 Z# fE 1047 :
Operating Temperature/ T.{Eii)% 1 —50°C~250°C
Humidity(max) /s ki : <=95% [at 60 deg C / 140 F]
Shielding /Uit : 75dB(10MHZ) 40dB(1GHz):
Salt Spray Corrosion/#i % : 96hr
P op (max)/iK#¥ilk/; :60 bar (870 psi)
Electrical data/ -k ¢
Vtest/iliki/E : 1300V(contact—contact)
working voltage/ T{EHJE : 430V AC,
Insulation resistance/ 44kl ¢ =5000MQ
Rated Current/#iiif : 10A
R (max)/#fiifl - 6 mQ
i TOLERANCES UNLESS Product name/J™ fih & Ff
Mechanical data/HUblk: OTHERWISE SPECIFED: | THIRD ANGLE @
Vibration/k % : 15g[10Hz~2000Hz] P P PROJECTION m
Shock Resistance/ i : 100g[6ms] « 105 x' 1.0 [PZE A4 [UNITS: mm 1B-Z7-4P socket
Endurance (Shell)/Hli##d : 5000 “x 0.2 .x* +0.5°|SCALE: 2:1 |SHEET: 1 OF 1
Other Specification /& #i#: Ew:? BY: DATE/ 1] ioco No
Contact Dia./#ifsTi% : 0.9mm YT 2020, 10. 14 g 1BZ7GO4CLL REV/
Contact PIN/#:fittk : gold plated Phosphor bronze. /w44 — — DRAWING NO A
Housing Material /M558 : chrome plated brass/ 44t :\WM\QQ I e CE
nut. screw/izt}. 2% :  nickel plated brass/ /i e SXY' 2020. 10. 14 CUSTONER N0
Other metal spare parts : nickel plated brass/s k% IRV BT T S1
Insulator material /#4418 PPS \R\\N ED BY: g .J -
IP Rating/Wi#4:4% : IP50 ’ g ssunn
*ALL MATERIALS ARE RoHS COMPLIANT/ ikl 7 & RoHS %k, THE INFORMATION CONTAINED IN THIS DRAWNG 15 THE SOLE PUSH-PULL CONNECTOR
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