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698-2700Mhz Outdoor Power Splitters

Specifications

Requirement

Splitter 2 way

Splitter 3 way

BRP2-155-727-4NF-A | BRP3-155-727-4NF-A

Splitter 4 way

BRP4-155727-4NF-A

1 Frequency range(Mhz) 698-2700MHz

2 VSWR(dB) <1.25 < 1.25 <1.25

3 Split loss(dB) <3.01 <438 <6.02

4 Insertion loss(dB) <0.2 <03 <04

5 Max power per input 300W Max 300W Max 300W Max

6 Passive Intermodulation <-155@+43dBmx2

7 Impendence(Q) 50
|

1 Connector type N - female

2 Number of Input Ports 1
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3 Number of Output Ports 2 3 4
4 Surface Brushed metal

1

1 Operating temperature range -30°C ~ +70°C

2 Relative humidity 5~95%

3 Ingress Protection Ratings IP65

Mechanical Drawing
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698-2700Mhz 4310 F Outdoor Power Splitters

Requirment

Specifications Splitter 2 way Splitter 3 way Splitter 4 way

BRP2-160-727-43F-A | BRP3-160-727-43F-A | BRP4-160-727-43F-A

www.atd-elektronik.cz
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1 Frequency range(Mhz) 698-2700MHz

2 VSWR(dB) <1.25 < 1.25 <1.25

3 Split loss(dB) <3.01 <438 <6.02

4 Insertion loss(dB) <0.2 <03 <04

5 Max power per input 300W Max 300W Max 300W Max
6 Passive Intermodulation <-160@+43dBmx2

7 Impendence(Q) 50

Mechanical Drawing

1 Connector type 4.3/10 - female

2 Number of Input Ports 1

3 Number of Output Ports 2 3 4
4 Surface Brushed metal

1 Operating temperature range -30°C ~ +70°C
2 Relative humidity 5~95%
3 Ingress Protection Ratings IP65
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Requirment

Specifications

5dB

6dB

8dB 10dB

15dB | 20dB 30dB | 40dB

BRPXX-155-727-4NF-A

1 Frequency range 697~2700 Mhz

2 VSWR(dB) <1.25

3 Ripple(dB) <+0.8 <+0.8 <+0.8 <+10 | <+1.2 | <+13 | <+15 | <+15
4 Insertion loss(dB) <1.6 <1.6 <0.7 <0.7 <04 <0.2 <0.2 <0.2
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5 Direction(dB) >18 >18 >18 >18 >18 >18 >18 >18
6 Max power per input 200w

7 Passive Intermodulation <-155@+43dBmx2

8 Impendence(Q) 50

9 Connector type N - female

10 Ingress Protection Ratings IP65

Mechanical Drawing
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698-2700MHz 4310 F Outdoor Couplers

Specifications

Frequency range

Requirment

5dB

6dB

8dB 10dB 15dB

20dB 30dB | 40dB

BRPXX-160-727-43F-A

698~2700 Mhz

2 VSWR(dB) <1.25

3 Ripple(dB) <+1.0 <1.0 <+1.0 <+1.2 <+12 | <+13 <+15 | <+15
4 Insertion loss(dB) <i.7 <17 13 <09 <04 <0.34 | <0.25 <0.2

5 Direction(dB) >18 >18 >18 >18 >18 >18 >18 >15

6 Max power per input 300W

7 Passive Intermodulation <-160@+43dBmx2

8 Impendence(Q) 50

9 Connector type 4.3/10 - female

10 Ingress Protection Ratings IP65
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Mechanical Drawing
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Microstrip power divider
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Specifications

Requirment

Splitter 2 way

BRP2-120-727-4NF

Splitter 3 way

BRP3-120-727-4NF

Splitter 4 way

BRP4-120-727-4NF

1 Frequency range (Mhz) 697~2700

2 VSWR (dB) <:'1.25:] < 1.3:1 <:1.3:1
3 Split loss (dB) <3 <48 <6

4 Insertion loss (dB) <04 <05 <0.6

5 Isolation (dB) >20

6 Max power per input 50W Max 50W Max 50W Max
7 Passive Intermodulation <-120dBc @ 2X43dBm

8 Impendence(Q) 50

1 Connector type N - female

2 Number of Input Ports 1

3 Number of Output Ports 2 3 4
4 Weight (g) 220 350 360
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1 Operating temperature range -35°C ~ +60°C
2 Ingress Protection Ratings IP55
Outline dimension:
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Splitter 2 way? Splitter 3 way? Splitter 4 way1
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