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SMD Power Coil

A
Part No.

Q'TY/Reel

No.

Type A

1,000

 7.3 ± 0.2

 7.3 ± 0.2

12.0 ± 0.3

                   1.5 4.8 2.2

12.0 ± 0.3

12.0 ± 0.3

6.0 Max.

8.0 Max.

Size (mm)

B C

3.2 ± 0.2

4.5 Max.

12.0 ± 0.3

 7.3 ± 0.2

 7.3 ± 0.2

1,000 400/500 400/500400/500

  FEATURES

  PACKAGE

  APPLICATIONS

  DIMENSIONS (mm)

Ideal for palm-top and laptop

LCD television set

Excellent for power line DC to DC

 converters application used in hard

 disk, notebook computer

    for surface mounting

 Magnetic shielding

 Very small footprint

 Flat-top for pick and place

 Increased size selection guide

 Low resistance to keep power loss minimum

    Operating temperature range -40°C +85°C 

  RECOMMENDED PATTERN

SPRH Series

SPRH series is superior to be high saturation

SPRH 0703

SPRH 0704

SPRH 1205

SPRH 1207
SPRH 1209 12.0 ± 0.3 12.0 ± 0.3 10.0 Max.

SPRH 0703

SPRH 0704

SPRH 1205

SPRH 1207
SPRH 1209

                   1.6 4.8 2.2

                   2.9 7.0 5.4

                   2.9 7.0 5.4

                   2.8 7.0 5.4

Type SPRH 0703 SPRH 0704 SPRH 1205 SPRH 1207 SPRH 1209

info@schmid-m.com



DCR & IDC listed are all Max. Value.

Tolerance : M ± 20%, N ± 25% , M tolerance is standard. 

Inductance drop 25% no more than initial value at rate current, temperature rises Δt<40℃
**Other Spec. is available to be case by case. Welcome to contact our sales.**
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Code

L

(µH)

1R0

1R3

2R1

2R4

3R1

3R5

4R4

4R6

5R8

7R4

7R5
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4.6

5.8

7.4

7.5
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20.00
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0.885 3.00

0.022 6.00
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0.025

8.00

7.00

6.00
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0.360
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0.090 2.90

0.120 2.60

0.119 2.40

1.90
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0.299 1.55

0.338 1.45

0.419 1.30

0.471 1.20

0.572 1.10

0.85

1.240 0.75

0.70

0.290 1.60

0.190 2.20

0.209 2.00

SMD Power Coil
SPRH Series

SPRH 0703 SPRH 0704 SPRH 1205 SPRH 1207 SPRH 1209
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