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Finish : [uait of Plating Thicknes: Is in Micro Inch(g)]

Notes :

1. Nickel Plaﬁlg 1. Azy Electrical, Machanical or Exvirommental Test Par MIL-C-35012 Should be Spotkighted,
% Gold Plating Thickness - s 2 A1 Mk Mt s oot A% 3 o on
201 1/65/EU Ansex 11T s.:ug?m )
Table 1
DWG.NO. Attenuatton| Accuracy L 1 / [r - 3 6 U N S
SM AT 000AN1001 -1dB +0.3dB 21.4[0.84]
SM AT 000AN1002|  -2dB +03dB | 21.4[0.84] 1/6-36 UNS
SM AT 000AN1003| -3dB +03dB | 21.4[0.84] \ } B
SM AT 000AN1004 -4dB +0.3dB 21.4[0.84] \ / [
SM AT 000AN1005| -5dB +03dB | 21.4[0.84] © M
SM AT 000AN1006|  -6dB +0.3dB | 21.4[0.84] pk P
SM AT 000AN1007| -7dB +03dB | 21.4[0.84] T B i L)
SM AT 000AN1008| -8dB +0.3dB | 21.4[0.84] \O
SM AT 000AN1009 -9dB +0.3dB 21.4[0.84] % S
SM AT 000AN1010] -10dB +0.5dB | 21.4[0.84] ]
SM AT 000AN1015] -15dB +0.5dB | 21.4[0.84] L 8 :
SM AT 000AN1020 -20dB +1.0dB 23.7[0.93]
SM AT 000AN1030, -30dB +1.0dB | 23.7[0.93]
SM AT 000AN1040 -40dB +1.5dB 23.7[0.93] N
Electrical : Mechanical :
Impedance : 50 ckm Mating : 1/4-36 UNS Screw-on.
anmnlngn : miot‘;:hug ) *RoHS and REACH are fully complied to create a greener planet for future generations.
ot Rdes:Coe Coet 4 f::’i.“ﬂ‘.‘.“i',c wissc TOLERANCE
TR SCHMID- |/
ECALE ONIT
mm TITLE

5 _|Female Contact| BeCu_|Finish 1/2 W Walter PV 12.22.15

4 | Male Contact | Brass |Finish 172 Fe0bst rgv SM AT 000ANxxxx

3 Insulator PTFE None

- Body ey DESCRIPTION

1 Shell Brass | Finish2 J
ITEM| Description Material | Finish Part Number QTY RoHS SMA Plug to Jack Attenuator

1 2 5 6 7 8






