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Specifications 
Current Rating: 3Amp 
lnsulation Resistance: 1 OOOM Min. íl 
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Dielectric Withstanding: 600V AC 
Contact Resistance: 20m MaxD 

IC!I IC!I IC!I IC!I IC!I IC!I IC!I Ill IC!I Ill Operating Temperature:-40'C to +105'C 
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Materials 
Contact Material: Bross/Gold 

lnsulation Material: Polyester, UL 94V-0 
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Recommended P.C.Board c:i 
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<2.54 X No. of Contacts - 2.54>± 0.25 -ti 
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o Hole Layout D 2.54±0.13 � 
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PIN 0.64 SQ (Tolerance± 0.05) 
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GENERAL TOLERANCE DESIGN: DATE: 2012 .. 02.02 DWG. NO. TITLE. 

A SCHMID- x: ± 5.0" X. ± 0.30
CHECKED: DATE: 

SM C02 2105 XX BH 2.54 PIN HEADER A 

.Y: ± 3.0" .X ± 0.25 
PART NO. DUAL ROW SMT 1YPE 

REY. UNIT. SCALE. PAGE. 
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.XY:± 2.0" .XX ± 0.15 AUDITED: DATE: 

01 mm 5:1 1/1 .xxx· ± 1.0· .xxx ± 0.10 APPROVED: DATE: SM C02 2105 XX BH BASE 2.54H 
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