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Notes:
1. Blectrical Characterstics:

1.1 Contact Resistance: 20m0 Max
1. 2 Dielectric Withstanding Yoltage: 600V AC{ms) for 1 Minute
1. 3 Insulation Resistance: 1000m0 Min
1.4 Cument Rating: 24
1. 5 Voltage Rating: 250V AC rms
2. Environment Characterstics:

2.1 Temperature: 65'C ~ +125°C
2. 2 Soler Temperature +260°C 3-35 Max

3. Materials:
3. 1 Contact Materials: Copper Alloy
3.2 Contact Plating: Tin or Gold plate
3.3 Insulator Materials: PA46  PAGT / PAST, Black, UL94V-0

SM C02 6801 XX ZH SMT YW

XX - No.of Pin
Z -PCB layout - A-Type A
- B-Type B
Y- Package Type - R - Reel (with Cap)
- TC- Tube (with Cap)
- T - Tube(without Cap)
- BC - Bag (with Cap)
- 0 - Bag /without Cap)
W- Fix Support - W - with Fix support
- 0 - without Fix Suport

For example: SM C02 6801 10 AH SMT R
10pin, Type A, Reel with Cap, without Fix Support
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DESCRIPTION

2.00mm Female header, Single Row
SMT, with Fi or not, with Cap or not
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