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Electrical:
_ . Current rating: 3Amps/contact max.
§ A=2.00X¥%(No. of Positions)+0.40 Contact resistance: <4mQfoontact
+ a8 =2.00X % (No. of Contacts)—2.004£0.15 Insulation resistance: = 1000MQ at V=100V
§ — I—z_ooo*o_os i Operaing voltage: 60VAC/DC
socoo000000000CD! ] <] [: =)
o0000000000000 <
Mechanical:
Average insertion force with steel pin of
20.43mm/0.17": <50g
Average withdrawal force with steel pin of
20.43mm/0.17": >15g min.
Mechanical Life cycle:min. 200
Operaing temperatures: Gold Plsted:-55'C to+105°C
Tin plated:-40°C to+105C
Soldering temperature: +260°C,10s max.
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Pin(outer sleeve): Brass,machined CuZn38Pb2 e — b
Cli 6 - 1l treated
P g Ty Coupe S b SM C07 0116 XX D
Tin plated:2um/80u"Ni, Sum/200"Sn Vanda
Gold Plated:2pumy805"Ni,Full gold
Plating(contact): 2um/80,"Ni, gold or Tin plated |PESCRIPTION
Insulator(black): Glass filled thermoplastic polyester . .
UL9M4V-0 Socket Machined Pin RM2,0; 2 RowS
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